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AND COVER WITH STRIPPED
TOPSOIL.

MENT DISTURBED AREA GREATER THAN 11’
AREA 1= 0.09 AC., AREA 2= 0.10 AC.
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@/
/

24 5 e

]

EXISTING ROAD

g gn dn Ch @
o P O3+
O DO DOD P

e
il \

5520 —

oL S,V

k! NEW ALIGNMENT el

JouUU \

5496 e

I I I [ I I [ |
0 50 100' 180 200/ 250 300 350 400 450
SCALE: 17=100" HORIZ. 1"=50" VERT

NOTE:

USE CUT MATERIAL TO FILL LOW AREA AND
COVER EXISTING ROAD WITH STRIPPED TOPSOIL
FROM THE ALIGNMENT CHANGE.
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DISCOVERY .

PIT AREA = 2.62 AC.
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1. USE SHALE STRIPPED FROM PIT AREA TO CROWN EXISTING ROAD

2. DISTURBED AREA IS EQUAL TO:

2.07 ACRES (8200 OF EXISTING ROAD @ 11" WIDE)
+ 0.19 ACRES (AREAS GREATER THAN 11’ WIDE,SEE ALIGNMENT CHANGE 1 & 2)
+ 2.62 ACRES (PIT AREA, SEE DETAIL 3)

4.88 ACRES (TOTAL DISTURBED AREA)
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